Power Sunroof - 
Toyota Celica 1994-1998 Repair Guide

http://www.autozone.com/addVehicleId,2165902/initialAction,repairGuide/shopping/repairGuide.htm?pageId=0900c152800753c5
Removal and installation
See Figures 1, 2, 3, 4 and 5

1. Disconnect the negative battery cable. Wait at least 90 seconds from the time the negative battery was disconnected to start work.



Fig. 1: Exploded view of the power sunroof components


Fig. 2: Exploded view of the power sunroof components-continued
CAUTION

All models covered by this guide are equipped with a Supplemental Restraint System (SRS), which uses an air bag. Whenever working near any of the SRS components, such as the impact sensors, the air bag module, steering column and instrument panel, disable the SRS, as described in Section 6.

2. On the liftback, remove the package tray trim panel, luggage compartment mat and deck trim cover.

3. On all models, remove the rear seatback and cushion.

4. Remove the side garnish.

5. Remove the front and rear garnish using a tapped screwdriver.

6. Apply tape to the vehicle to protect the finish and remove the screws holding the glass into the roof.

7. Unbolt and remove the inner rear view mirror, sun visors, and the front assist grip, if equipped.

8. Remove the headliner.

9. Disconnect the wiring for the sliding roof control relay. Remove the bolt and extract the relay.

10. Disconnect the electrical wiring, remove the fasteners and remove the drive motor.

11. Remove the roof drip channel and wind deflector panel.

12. Adjust the drive rail to a closed and tilted down position. Using a flat bladed tool, slide the link forward or rearward and align the 2 marks as shown.



Fig. 3: Apply tape to protect the body of the vehicle, then ...
13. Slide the drive cable forwards and remove the 12 screws. Apply adhesive tape to protect the body. Pull the cable guide casing assembly forward to remove.



Fig. 4: ... pull the cable guise casing forward and remove the assembly
To install:

14. Installation is the reverse of removal. Position the roof onto the vehicle from above. Take notice of shim positioning and install in original location.

15. Secure the screws holding the glass into the roof.

16. Install the side guide rail trim covers.

17. Turn the driveshaft with a screwdriver to align the housing and gear point mark. Apply adhesive to the installation bolts, then connect the electrical wiring, install the drive motor and install the fasteners.



Fig. 5: align the point marks of the sunroof motor
18. Install the sliding roof control relay.

19. Install the wind deflector and secure on the vehicle with the retaining screws.

20. Install the front side of the headliner and install the front pillar garnishes. Install the upper and the lower side garnishes, if removed.

21. Install the inner rear view mirror, sun visors, and the front assist grip, if equipped.

22. Install the roof switch and cover.

23. Connect the negative battery cable.

ADJUSTMENTS
See Figures 6, 7, 8, 9, 10 and 11

1. Before making any roof adjustments, remove the left and right sliding roof garnishes. After the adjustment, reinstall the garnishees.

2. To adjust the level difference:

a. Adjust by increasing or decreasing the number if shims between the sliding roof.



Fig. 6: Adjusting the level difference by increasing or decreasing the amount of shims used
3. To adjust the forward/rearward adjustment:

a. Adjust by loosening the sliding roof installation nuts, and move the roof bracket forwards and backwards.

b. When the front or rear alignment is not correct, remove the glass and adjust the drive rail.

c. Using a flat bladed tool, slide the link forwards or backwards and align the marks.



Fig. 7: Adjusting the forward and rearward by aligning the adjustment marks


Fig. 8: Slide the link forwards or backwards to align the marks
4. To adjust the right or left:

a. Adjust by loosening the roof glass installation nuts, then move the roof to the right or left.

5. To adjust the clearance:

a. Loosen the roof installation nuts and readjust the roof to the proper location.



Fig. 9: Adjust the clearance of the roof
6. Inspect the alignment:

a. Start the engine and check the operation of the sliding roof. Time should be approximately 6 seconds.

b. Check for abnormal noises or binding heard during operation.

c. With the roof fully closed, check for water leakage.

d. Check for the difference in level between the roof, weather-strip and roof panel.

· Front end-0.059-0.059 inch (1.5-1.5mm)

· Rear end-0.059-0.059 inch (1.5-1.5mm)

e. If the sliding roof does not operate, remove the control switch cover and the large screw inside. Manually operate the roof by inserting a screwdriver into the hole and turning the driveshaft.



Fig. 10: Check to see if the sliding roof is level with the weather-strip and rood panel


Fig. 11: Use a screwdriver to turn the driveshaft either way to open or close the sunroof manually in case it is inoperable
